
Surface Water Flow

Varies

Unilock Permeable Pavers

Permeable Joint Opening
Aggregate

1-1/2" Permeable Setting Bed
Aggregate

Permeable Base Aggregate
10" Spiral Spike, 12" on Center; TYP.

Drivegrid Geogrird or Geotextile

PVC Underdrain Pipe

Permaloc Geodge Restraint with
Capture Plate; 8' Length, Straight

Permeable Subbase Aggregate

Shoulder Base Material: Crushed Stone
with Fines, Compacted 98% Modified
Extend Min. 6" Beyond Edge of Paving

Subsoil Material: Min. CBR - 5%
(Compact if Less Than 5%)
Slope to Drain

#14 x 1-1/4" Stainless Steel
Hex Washer, Self-Tapping
Screw, 12" on Center; TYP.

Geogrid Apron; Sandwich Between
Geodge Restraint and Capture Plate.
Entend 4-6' Under Permeable Paving Units.
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CROSS SECTION

®

Permeable Paver with Aluminum Edge Restraint and Geotextile Blanket

P E R M E A B L E  P A V E R REF: CS_COM_Permeable_Aluminum_Edge_Geotextile

Note:

This cross section is intended for preliminary design purposes only. Confirm site conditions and consult with a qualified design professional or installer prior to installation.
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