
1.7% Slope 1.7% Slope
HP+Crown Slope

@ 1/2" Per 30"

Slope to Drain Slope to Drain

Create a Uniform Arched Crown
Roadway for Structural Stiffness

Arched Crown Exaggerated
View

Segmented Crown Exaggerated
View

The Purpose of the Arched Crown is for Structural
Stiffness and Improved Paver Interlock. It is not

Intended to Shed Water to the Gutters.

Segmented Crowns Will not Function as
Intended to Create Additional Structural

Interlock and are not Acceptable.

Maintain Consistent
1-1/2" Setting Bed

LP+0.00 LP+0.00

Geotextile Material; Install as
Directed by a Professional Engineer

PVC Underdrain Pipe; Install as
Directed by a Professional Engineer

Permeable Subbase Aggregate

Drivegrid Geogrid or Geotextile

Permeable Base Aggregate - Crown
to Match Finished Surface Grades

Permeable Setting Bed Aggregate

Permeable Joint Opening
Aggregate - Granite Only

Unilock Permeable Pavers

PAVERS & WALLSUNILOCK.COM    1-800-UNILOCK

CROSS SECTION

®

Permeable Roadway w/ Crown

P E R M E A B L E  P A V E R REF: CS_COM_Permeable_Roadway_Crown

Note:

This cross section is intended for preliminary design purposes only. Confirm site conditions and consult with a qualified design professional or installer prior to installation.


	Sheets and Views
	CS_COM_Permeable_Roadway_Crown-PDF Layout


