
PLAN VIEW

Max. 2.4m (8.0 ft)
Post Spacing

Cut geogrid at
C/L of Fence foundation

Do not auger through/remove geogrid.  Fold cut
geogrid up sides of Fence foundation (see section)

Geogrid extended to
face of wall

Cut geogrid at
C/L of Fence foundation

Well compacted (as per Design)
Gravel backfill.
Contractor must ensure compaction
between Fence Foundation
and back of wall.

Geogrid Type and Layout
as per design

Geogrid cut along centerline of
Fence foundation and wrapped up
sides as shown.  Do not auger through
geogrid or remove area.

Concrete Fence Foundation
(design by others)Geogrid Length (as req. by Design)

offset as per design

TYP. SECTION VIEW

max.300(12")

Wall Face

PAVERS & WALLS
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WALL W/ WOOD PRIVACY FENCE

REF: Detail_Rivercrest_Wood Fence on Top of Grid Wall

®

Notes:

1. Fence and foundation to be designed by others.  Min. foundation depth to be 1.8m or as specified in Design.

2. Max. 300mm O/D for fence footing and min. 300 offset from back of coping unit.

3. Fence footing forms (Sonotubes) must be installed while geogrid reinforced wall is being constructed.

4.  Contractor must ensure required compaction around sonotubes, including hand-compaction of area between wall and foundation.
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